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YD-1000S

LV.D.T.

© Wire Position
Sensor

Digital
Indicator

Measurement Range

0 ~2000mm

0 ~2000mm

Accuracy

+0.1%

+0.25%

Temperature Storage

-10~85C

-10~85C

-10~85C

-10~85C

Internal Sensor Type

Incremental Encoder

Precision Potentiometer

Temperature Operating

0~60C

0~60C

0~60C

0~60C

Resistance Range

100Q ~ 100kQ

Independent linearity

+0.25%

High and Low set point,

High and Low set point,

High and Low set point,

High and Low set point,

Min. Practical Independent linearity

+0.15%, <3000, £0.075%, >300Q

Position Output Signal

DC5V ~ 30V

Output Form

Voltage output, Open Collector, Totem Pole,
Line Driver C DC 5V+ 5%

el D 50V 1A Contacts 50V 1A Contacts 50V 1A Contacts 50V 1A Contacts
Transducer Excitation - 3,4,5,10vVDC 24V DC, £15V DC 3,4,5, 10V DC
Type of Input Accepted - 0.5 ~ 3.5MVAV 0% oveurmentO®) o5 3 5mv
Transducer Current Drive | 120mA 120mA 120mA 120mA

Calibration Method

Front Panel Switches

Front Panel Switches

Front Panel Switches

Front Panel Switches

Signal Wave Fort

Frequency Response

5Khz

5Khz

5Khz

20Khz

Full Scale Output

10V DC (option 0 ~ 5V)

0~5V, 10V

0~5V, 10V

Low Pass Filter

10Hz, 100Hz, 1KHz

10Hz, 100Hz, 1KHz, W/B

10Hz, 100Hz, 1KHz, W/B

10Hz, 100Hz, 1KHz, W/B

Temperature Drift

0.02% FS/'C

0.02% FS/C

0.02% FS/C

0.02% FS/C

Response Frequency 2000 P/R =

Power Rated Watt - 2-70°C derating 0-125C
Dielectric Strength = 1000Vrms

Min. Insulation Resistance Vibration | - 1000MQ

Vibration 5G 15G

Shock 50G 100G

Maximum Noise = 100Q

MAX. and Voltage - 0.25% of Input Voltage
Input/Output Connector Socket 6 Pin Socket 6 Pin

Operating Temperature Range -10C ~70C -10C ~80C

Material

Case : Aluminum
Wire : Stainless Steel Rope

Case : Aluminum
Wire : Stainless Steel Rop

Sampling Speed 15 times/sec 500 times/sec 500 times/sec 10000 times/sec
Characters Displayed 5 digits 5 digits 5 digits 5 digits

Typical Accuracy +0.02% +0.02% +0.02% +0.02%

Polarity Indicator Yes Yes Yes Yes

LV.D.T.

Rated Capacity 5mm ~ 100mm
Rated Output 5mV/V£0.1%
Nonlinearity 0.3% R.O
Hysteresis 0.3% R.O
Repeatability 03%R.O
Temperature Resistance Input 350+3.50
Temperature Resistance Output 350+£3.5Q
Temperature Range Compensated -10C ~70TC
Temperature Range Safe 0 ~60C
Excitation Recommended 5V DC

Cable @3 shield 2m

60

Decimal Point Selection

Push Button Setup

Push Button Setup

Push Button Setup

Push Button Setup

Display Size 14mm large 14mm & 10mm 14mm & 10mm T4mm & 10mm
Resolution Maximum 99999 99999 99999 99999

Type 7segment LED 7segment LED 7segment LED 7segment LED
Input/Output Connector | Screw terminals Push Button Push button Push button
Weight 400g 1000g 1000g 1000g
Mounting Panel Mounting Panel Mounting Panel Mounting Panel Mounting
Size 48mmx96mm 96mmx=x96mm 96mmx96mm 96mmx96mm

Power Requirements

220V : 50/60Hz
(option 110V AC), DC24V

220V: 50/60Hz
(option 110V AC), DC24V

220V : 50/60Hz
(option 110V AC), DC24V

220V : 50/60Hz
(option 110V AC), DC24V
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Digital
Indicator

YD-10BS, 15BS

YD-20BS, 23BS, 25BS

YD-3513, 3523, 3533

Temperature Storage

-10 ~85C

-10~85C

-10 ~85C

YD-7512, 7522, 7532

YDM-232, 04L

Temperature Operating

0~60TC

0~60TC

0~60T

Relay Output

High and Low set point, 50V 1A Contacts

High and Low set point, 50V 1A Contacts

High and Low set point, 50V 1A Contacts

Transducer Excitation

3,4,5,10V DC

10,12, 24V DC, £15V DC

3,4,5,10V DC

Type of Input Accepted

0.5~3.5mV/V

0~5V,0~ 10V, CurrentO4) ~ 20mA

0.5~3.5mV/NV

Transducer Current drive

120mA

120mA

120mA

Calibration Method

Front panel switches

Front panel switches

Front panel switches

Signal Wave Fort

Frequency Response

5Khz

5Khz

5Khz

Full Scale Output

10V DC (option 0~ 5V, 4 ~ 20mA, RS232C)

10V DC (option 0 ~ 5V, 4 ~ 20mA, RS232C)

10V DC (option 0 ~ 5V)

Calibration Method

Front Panel Switches

Low Pass Filter

10Hz, 100Hz, TKHz

10Hz, 100Hz, 1KHz

10Hz, 100Hz, 1KHz, W/B

Temperature Drift

0.02% FS/C

0.02% FS/C

0.02% FS/C

Temperature Drift

0.02% FS/C

© Tachometer Indicator
Temperature Storage -10 ~85C Power 90 ~ 240 VAC
Temperature Operating 0~60C Input Channel 1~4ch
Relay Output High and Low set point, 50V 1A Contacts Display 6 Digit FND
Signal Wave Fort R;e;téangular wave with a pulse width Memory Type Micro SD, SDHC
or 20us or more Operating Temp 0~70T
Signal Voltage Range 0 ~ 20kHz Storage Temp 20~ 85T
Signal Current Range Max. T00mA Memory Capacity 4GB

Manual Setting (key in)

Ref. clock Remote Setting (option)

Sampling Speed

15 times/sec

10, 20 times/sec

50 t/s (YD3533), 500 t/s (YD3523),
10,000 t/s (YD-3513)

Characters Displayed 5 digits
Typical Accuracy +0.02%
Polarity Indicator Yes

Decimal Point Selection

Push button Setup

Display Size

16mm large

Resolution Maximum

99999

Characters Displayed 5 digits 5 digits 5 digits

Typical Accuracy +0.02% +0.02% +0.02%

Polarity Indicator Yes Yes Yes

Decimal Point Selection Push button Setup Push button Setup Push button Setup
Display Size 14mm large 14mm large 10mm large
Resolution Maximum 99999 99999 9l

Type 7segment LED 7segment LED 7segment LED
Input/Output Connector Screw terminals Screw terminals Screw terminals
Weight 400g 700g 500g

Mounting Panel mounting Panel mounting Panel mounting
Size 48mmx96mm 48mmx96mm 4A8mmx96mm

Type 7segment LED
Input/Output Connector Push Button
Weight 700g
Mounting Panel Mounting
Size 48mmx96mm

Power Requirements

220V : 50/60Hz (option AC110V, DC24V)

220V : 50/60Hz (option AC110V, DC24V)

220V : 50/60Hz (option AC110V, DC24V)

Power Requirements

220V : 50/60Hz (option ACT10V)

Digital
Indicator

YD-5533

YDL-704S

YD-10BA

Temperature Storage

-10 ~ 85T

-10~85C

-10~85C

Temperature Operating

0~60C

0~60C

0~60C

Relay Output

High and Low set point, 50V 1A Contacts

AC 125V 0.5A DC24V 1A

High and Low set point, 50V 1A Contacts

Digital

YD-323M, 423M, 523M

1. Receiver Only
2. EXT Contactor Input
3. Time Interval

Data Receiver Type

YD-G1000/G2000

Digital

Transducer Excitation

15, 24VDC, +15VDC

5,10, 15, 24VDC, £15VDC

2V AC RMS(5KHz)

Memor i

. 2 Indicator
Indicator
Temperature Storage -10~85C A-Channel, A-Channel,
Characters Displayed 5 digits (Load Cell) (Distance Sensor)
Temperature Operating 0 ~60C Sensor EXC DC 10/5V, 120mA N/A
Typical Accuracy +0.02% 0~+10V,4 ~20mA 0

Relay Output

High and Low set point/50V 1A Contacts

Input Signal Range 0~ +40mA

~20mA

Type of Input Accepted 0~10V 0.5 ~3.5mv/v

Transducer Current Drive 120mA 120mA -

Calibration Method Front panel switches Front panel switches Front panel switches
Frequency Response 5Khz 5Khz 5Khz

Full Scale Output 0~10V 0~5V, 10V 10V DC (option0 ~ 5V)

Low Pass Filter

10Hz, 100Hz, TKHz

10Hz, 100Hz, TKHz

10Hz, 100Hz, TKHz

Temperature Drift

0.02% FS/'C

0.02% FS/'C

0.02% FS/C

A/D Convesion

16 Bit

Sampling Speed

10, 50 times/sec

500 times/sec

20 times/sec

Polarity Indicator Yes Non-linearity +0.02% F.S +1digit +0.02% F.S +1digit
Decimal Point Selection Push button setup Input Sensitivity 1.0uV/Digit 1.0mV/Digit (0 ~ 10V)
Transducer Current Drive 80mA Conversion Speed 4,000times/sec. 2,000times/sec.
Display Size 14mm large Input Impedance 10Mohm TMohm/500hm
Calibration Method Front panel switches Temperature Factor. | +0.005% of rdg +0.5 digit/'C

Resolution Maximum 99999 Analogue Filter 10, 30, 300, 600Hz

Calibration Method Front panel switches Display Window STN color LCD, 74(W)x55(H)mm
Resolution Maximum 99999 Digit 0~ +99999

Frequency Response 5Khz Circumstance 0~40TC

Type 7segment LED Power AC 100 ~ 240V, 50/60Hz

Low Pass Filter 10Hz, 100Hz, TKHz Consumed Power Around 32VA

Input/Output Connector Screw terminals Standard Relay Output (HH, HI, GO, LO, LL)

Temperature Drift

0.02% FS/'C Weight 700g

Characters Displayed 5 digits - 5 digits

Typical Accuracy +0.02% +0.02% +0.02%

Polarity Indicator Yes Yes Yes

Decimal Point Selection Push button Setup Push button Setup Push button Setup
Display Size 14mm large 14mm & 10mm 16mm large
Resolution Maximum 99999 99999 99999

Type 7segment LED 5x7DOT 20Digit 4Line 7segment LED
Input/Output Connector Screw terminals Push Button Screw terminals
Weight 700g 1000g 1000g
Mounting Panel mounting Panel mounting Panel mounting
Size 48mmx96mm 96mmx96mm 96mmx48mm

Power Requirements

220V : 50/60Hz (option 110V AC), DC24V

220V : 50/60Hz (option 110V AC), DC24V

220V : 50/60Hz (option AC 110V)
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- - 1. RS-232C serial output

Sampll.ng Speed 50 t|mes/sec' Output 2. RS-485 serial output

Mounting Panel mounting Option 3.+0 ~ 10V or 4 ~ 20mA Analogue output
Input 0.5~ 3.5 mv/v 4. BCD parallel output

Size 48mmx=96mm 5. SD memory card

Range (option 0.5 ~ 7.5mv/v) Weight Around 1.0Kg
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Indicator
© Compact Panel
Printer

Printing Direct thermal
Dimension 96x96x140 mm
Print Width 2-inch (48, 384dots)
Print Speed 50mm/sec
Interface Indicator (RS-232¢)
Resolution 203dpi, 8dots/mm
Data Memory 128KB

Characters Per Line 40

Character Size 9x24dots

Paper Supplied

thermal roll paper, label roll (57mm wide)

Operating Temperature

0~40TC

Print Head Duration 50KM
Weight 160g (Including roll paper)
Power 85 ~ 264VAC

Amplifier

YSA-20A

YSA-50A

YSA-60A

www.setech.co.kr

SETech NUTRUNNER System layout

Number of Measuring Point

1Point per each unit

1Point per each unit

1Point per each unit

Measuring Method

Deflection method

Deflection method

Deflection method

Application Gage Resistance

100Q ~ 1KQ

100Q ~ 1KQ

100Q ~ 1KQ

Measuring Range

T0V-TmV ~ 20mV/V, 5V-2mV ~ 40mV/V,
2.5V-4mV ~ 80mV/V

10V-TmV ~ 20mV/V, 5V-2mV ~ 40mV/V,
2.5V-4mV ~ 80mV/V

TOV-TmV ~ 20mV/V, 5V-2mV ~ 40mV/V,
2.5V-4mV ~ 80mV/V

Bridge Voltage(BV/V)

Constant voltage, DC 5V, 10V

Constant voltage, DC 5V, 10V

Constant voltage, DC 5V, 10V

Zero Set Adjustment

normal: 40%, Abnormal: 4%

Zero Set Range

Adjustment by 10 turns VR (10%)

Adjustment by 10 turns VR (10%)

Adjustment by 10 turns VR (10%)

Zero Set Method

Volume control

0~ +10VDV (load resistance>2KQ),

0~ +10VDV (load resistance>2KQ),

0~ +10VDV (load resistance>2KQ),

Output 4mA ~ 20mA (load resistance<500Q) | 4mA ~ 20mA (load resistance<500Q)  4mA ~ 20mA (load resistance<5000Q)
Nonlinearity +0.02% F.S +0.02% F.S +0.02% F.S

Sensitivity Adjustment 1000multiplier 1000multiplier 1 Point

S/N Ratio 51dB 51dB 51dB

Low Pass Filter 10Hz, 100Hz, TKHz, 10KHz 10Hz, 100Hz, 1KHz, 10KHz 10Hz, 100Hz, 1KHz, 10KHz
Operating Temperature -10C ~60C -10C ~60C -10C ~60C

Temperature Sensitivity

+0.03% F.S./C

+0.03% F.S./C

Zero set:+1V/°C, Sensitivity:+0.03%F.S/C

Calibration 0.5mV/V=1000£STRAIN - 0.5mV/V=1000xSTRAIN

Power Sensitivity +5% +5% +0.05%F.S/C

Display 31/2 DIGIT - -

Size 45.5(W)x129(H)*x234(D)mm 45.5(W)x129(H)*x234(D)mm 42(W)x110(H)x123(D)mm, 0.5Kg
Power AC 110V/220V, 50 ~ 60Hz AC 110V/220V, 50 ~ 60Hz 220V:50 ~ 60Hz (option AC110V)
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© Single—System Layout
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Display Unit / YD-5000DU
PLC PLC PLC oL
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(NOTE BOOK)
PRINTER I s Local Controller / YD-5000 series
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AC220V £10% | >
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g
i Tool Unit
\_ J
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Display Unit / YD-6000DU
Master Controller / YD-6000
Local Controller / YD-5000 series
Tool Unit
\_ J
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CONTACT US

(41069) 93, Dongnae-ro, Dong-gu, Daegu, Republic of Korea
+82-53-585-5261(Main)

+82-53-585-7848

http://www.setech.co.kr

setech@setech.co.kr

DOme ©

S ETech SETech CO., LTD. is the specialized measurements and control instruments

System Engineering Technology man Ufa ctu ri ng com pa ny'

% 2 74220l 0|n glo] YR LSOl Y B 4 UBLch

% The contents of this catalogue can be changed without notice.



